'<'Tz THREADED STAINLESS STEEL BALL VALVE
Three Piece ¢ Regular Port ¢ Stainless Steel Trim ¢ Hypatite Seats
ISO 5211 Mounting Pad (KITZ Standard Mounting Pad on 1/4” and 3/8”)

KITZCorporation Of America Locking Oval Handle ¢ Encapsulated Body Bolts « 1500 WOG  NACE
800-772-0073 » www.KITZ.com

MATERIAL LIST
A KU 3THZ M-o No. Name of Parts Materials

1 BODY A351 Gr, CFBM
CODE NO- 327'LOH 2 AP A351 Gr, CFBM
3 STEM A276 TYPE 316
4 BALL A276 TYPE 316 or A351 Gr. CFBM
7 GLAND A276 TYPE 316
8 GLAND PACKING PTFE
9 HANDLE A276 TYPE 430 (1)
10 HANDLE NUT A194 Gr. 8
164 WASHER STAINLESS STEEL
168  NAME PLATE STAINLESS STEEL
19 GASKET PTFE
30 BALLSEAT HYPATITE PTFE
34 GLAND NUT A194 Gr. 8
35  CAPBOLT A193 Gr. BB
40 LOCK PLATE STAINLESS STEEL
43 COMED DISCSPRING  STAINLESS STEEL
47 THRUST WASHER 25% CARBON FILLED PTFE (2)
e 4-J DEEP h PCD G 126  STOPPER PIN A276 TYPE 304
’ A LATCH LOCK STAINLESS STEEL
T NOTE
FLOW FLOW
M L.n{ } s (1) Plastic covering.
\ 3 (2} All valves have an anti-static thrust washer
insuring positive conductivity between body and stem.
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DIMENSIONS Unit : inch
Nominal Size Mounting Dimensions for Actuator
150 5211
in. d H | o L d2 A B c E F G 1 h K M | Flange Type
W2 039 248 394 248 NPT 1043 0079 013 - — 1969 -20UNC 0275 MB 0197 =
e 055 307 512 280  NPT¥ 1378 0.169 0.559 0.984 0.118 1417 14-20UNC  0.197 M10 0.236 FO3

1 075 343 512 354 NPT 1 1.693 0.197 0.669 1.181 0.118 1654 14-20UNC 0315 MI12 0335 Fo4
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AKU3THZM MATERIAL LIST

No. Name of Parts Materials
co D E N o 3 2 7 1 BODY A351 Gr. CFBM
- 2 CAP A351 Gr. CFBM
s 3 STEM A276 TYPE 316
4  BALL A2Z76 TYPE 316 or A351 Gr. CFBM
7 GLAND AZ76 TYPE 316
& GLAND PACKING PTFE
9 HANDLE A276 TYPE 430 (1)
10 HANDLE NUT A194 Gr. 8
16A WASHER STAINLESS STEEL
168 NAME PLATE STAINLESS STEEL
19 GASKET PTFE
30  BALLSEAT HYPATITE PTFE
34 GLAND NUT A194 Gr. 8
35 CAPBOLT A193 Gr. BE
40  LOCK PLATE STAINLESS STEEL
A-d WEEP h PCO. & 43  CONED DISC SPRING STAINLESS STEEL
47 THRUST WASHER 25% CARBON FILLED PTFE (2)
F: q 126  STOPPER PIN A276 TYPE 304
j’ A LATCH LOCK STAINLESS STEEL
F: — e NOTE
I f_‘mf E {1) Plastic covering. .
v = (2) All valves have an anti-static thrust washer
L: ~ | insuring positive conductivity between body and stem.
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DIMENSIONS Unit : inch
Nominal Size Mounting Dimensions for Actuator
150 5211
in. d H o L d2 A B [ E F G 1 h K M Flange Type
s 094 323 59 ﬂ.OG_ NPT 1% 1.732 0.531_1.083 1.181 0.118 1.5541. Wa-20UNC _0.!15 Mia 0.394_ FO4
112 1.8 346 591 433 NPT 112 1949 0531 1.071 1.181 0.118 1.654 1/e-20UNC 0315 M14 0394 Fo4

2 150 409 709 500 NPT 2 2244 D461 1.142 1378 0.118 1969 We-20UNC 0394 | M16 0394 FO5
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